
L × W × H 
(mm)

GARD8W 8 W 60 W 550 lm 3.000 K 230 × 156 × 260 A+
GARU8W 8 W 60 W 550 lm 3.000 K 230 × 156 × 265 A+
GARUM8W * 8 W 60 W 550 lm 3.000 K 230 × 156 × 290 A+

GARP8W 8 W 60 W 550 lm 3.000 K 178 × 156 × 334 A+
GARST8W 8 W 60 W 550 lm 3.000 K 178 × 156 × 1000 A+

GARUE27 E27 max 60 W – – 140 × 156 × 315 A++,A+,A,B,C,D,E
GARDE27 E27 max 60 W – – 140 × 156 × 315 A++,A+,A,B,C,D,E
GARHE27 E27 max 60 W – – 140 × 156 × 890 A++,A+,A,B,C,D,E
GARUME27 * E27 max 60 W – – 140 × 156 × 365 A++,A+,A,B,C,D,E

GARPE27 E27 max 60 W – – 170 × 156 × 365 A++,A+,A,B,C,D,E
GARSTE27 E27 max 60 W – – 170 × 156 × 1000 A++,A+,A,B,C,D,E
GARTRIE27 3 × E27 3 × max 60 W – – 475 × 550 × 2080 A++,A+,A,B,C,D,E
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Više informacija kod naših preprodavaca

24300 Bačka Topola, Moravska 26  •  Telefon: 024-712-503
www.traconelectric.com  •  tracon@tracon.co.rs

GAR.. Spoljašnje  
svetiljke

* sa senzorom


