
230
V AC IK08

PC 
/ PC

SMD
LED

50/60 Hz
120° 4.000 K

12

3

6

9

>30.000

ON-OFF

2- 4 m

1 - 6 m

150
lm/W

IP 65

L × W × H 
(mm)

LVH0609 9 W 18 W

BASIC

1.350 lm 600 × 77 × 66 –
LVH0618 18 W 2 × 18 W 2.700 lm 600 × 77 × 66 –
LVH1218 18 W 36 W 2.700 lm 1200 × 77 × 66 –
LVH1236 36 W 2 × 36 W 5.400 lm 1200 × 77 × 66 –
LVH1524 24 W 58 W 3.600 lm 1500 × 77 × 66 –
LVH1548 48 W 2 × 58 W 7.200 lm 1500 × 77 × 66 –
LVH1218E 18 W / 4 W 36 W

Li-FePo

2.700 /140 lm 1200 × 77 × 66 3 h
LVH1236E 36 W / 4 W 2 × 36 W 5.400 /140 lm 1200 × 77 × 66 3 h
LVH1524E 24 W / 4 W 58 W 3.600 /140 lm 1500 × 77 × 66 3 h
LVH1548E 48 W / 4 W 2 × 58 W 7.200 /140 lm 1500 × 77 × 66 3 h
LVH1218M 18 W 36 W 2.700 lm 1200 × 77 × 66 –
LVH1236M 36 W 2 × 36 W 5.400 lm 1200 × 77 × 66 –
LVH1524M 24 W 58 W 3.600 lm 1500 × 77 × 66 –
LVH1548M 48 W 2 × 58 W 7.200 lm 1500 × 77 × 66 –

Klipse su u sklopu pribora.

Zaštićena industrijska LED 
svetiljka od prašine i pareLVH

Detaljnije informacije kod naših komercijalista!
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